














568 Forest Machine Specifi cations
 

Working Ranges 
Heel Boom, Under/Under and Over/Under Ranges 

Heel Boom Heel Boom 
(Under/Under) (Over/Under) 

Feet Meters Feet Meters 

50 15 50 15 

45 
13 

14 
45 

13 

14 

40 12 40 12 

35 
10 

11 
35 

10 

11 

30 9 30 9 

25 
7 

8 
25 

7 

8 

20 

15 
4 

5 

6 
MAXIMUM 

LEVEL 
LOG HEIGHT 

20 

15 
4 

5 

6 
MAXIMUM 

LEVEL 
LOG HEIGHT 

10 3 10 3 

5 
1 

2 
5 

1 

2 

0 0 0 0 

5 
1 

2 
5 

1 

2 

10 3 10 3 

15 
4 

5 
15 

4 

5 

20 6 
13 12 11 10 9 8 7  6  5  4  3 2 1  0 -1  Meters 

20 6 
13 12 11 10 9 8 7  6  5  4  3 2 1  0 -1  Meters 

45 40 35 30 25 20 15 10 5 0 -5 Feet 45 40 35 30 25 20 15 10 5 0 -5 Feet 
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Working Ranges 
Reach Boom and Mass Boom Ranges 

568 FM GF 3.9M Reach Boom 568 FM GF 3.5M Mass Boom 

10 

11
35 

Feet Meters 

10 

11
35 

Feet Meters 

30 9 30 9 

25 
7 

8 
25 

7 

8 

20 6 20 6 

15 
4 

5 
15 

4 

5 

10 3 10 3 

5 
1 

2 
5 

1 

2 

0 0 0 0 

5 
2 

1 
5 

2 

1 

10 3 10 3 

15 
5 

4 
15 

5 

4 

20 6 20 6 

25 
7 

25 
7 

11 10 9 8 7 6 5 4 3 2 1 0 -1 Meters 11 10 9 8 7 6 5 4 3 2 1 0 -1 Meters 

35 30 25 20 15 10 5 0 Feet 35 30 25 20 15 10 5 0 Feet 
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568 Forest Machine Specifi cations
 

568 FM LL Boom U/U Lift Capacities
 

Load Point Height Load at Maximum Reach Load Radius Over Front Load Radius Over Side 

Configuration – 13.1 m (43 ft) Boom/Stick/Heel Linkage Heavy Counterweight Shoes – 700 mm (28 in) Double Grouser 

12.0 m kg 
40.0 ft lb 
10.5 m kg 
35.0 ft lb 
9.0 m kg 

30.0 ft lb 
7.5 m kg 

25.0 ft lb 
6.0 m kg 

20.0 ft lb 
4.5 m kg 

15.0 ft lb 
3.0 m kg 

10.0 ft lb 
1.5 m kg 
5.0 ft lb 

Ground 
Line 

kg 
lb 

–1.5 m kg 
–5.0 ft lb 
–3.0 m kg 

–10.0 ft lb 
–4.5 m kg 

–15.0 ft lb 

3.0 m/10.0 ft 4.5 m/15.0 ft 6.0 m/20.0 ft 7.5 m/25.0 ft 9.0 m/30.0 ft 10.5 m/35.0 ft 12.0 m/40.0 ft 

m 
ft 

*11 012 10 569 
*24,277 *22,171 
*12 224 10 859 *10 253 7898 *6941 6144 10.19 
*26,949 23,266 *20,555 16,841 *15,502 13,859 32.98 
*12 060 10 910 *10 948 8004 *8837 6031 *6338 5204 11.25 
*26,588 23,429 *23,939 17,155 *16,737 12,835 *14,073 11,629 36.61 
*12 272 10 795 *11 001 7958 8995 6071 *5976 4630 12.02 
*27,055 23,215 *23,983 17,091 19,292 13,001 *13,224 10,289 39.29 

*12 905 *12 905 *12 789 10 535 *11 242 7808 8924 6005 7091 4700 *5768 4270 12.58 
*27,715 *27,715 *27,808 22,676 *24,453 16,788 19,170 12,887 *14,650 10,029 *12,737 9455 41.17 

*11 580 *11 580 *15 175 14 490 *13 495 10 151 11 286 7581 8789 5879 7049 4661 5545 4054 12.93 
*23,563 *23,563 *32,383 *23,563 *29,291 21,864 24,277 16,314 18,897 12,633 15,133 9986 12,248 8956 42.38 

*17 581 13 661 *14 182 9694 10 993 7312 8622 5724 6971 4587 5413 3949 13.10 
*38,085 29,428 *30,751 20,888 23,656 15,744 18,549 12,308 14,985 9847 11,940 8711 42.99 
*18 498 12 847 14 183 9240 10 700 7044 8453 5566 6888 4509 *3961 *3961 12.55 
*40,079 27,688 30,518 19,914 23,032 15,170 18,193 11,976 14,823 9694 11,915 8687 42.98 

*8563 *8563 *18 394 12 223 13 767 8868 10 452 6817 8310 5434 6827 4451 *4920 4030 12.92 
*20,438 *20,438 *39,862 *20,438 29,623 19,110 22,503 14,685 17,896 11,699 14,709 9587 *10,846 8884 42.39 

*8599 *8599 *17 052 11 853 *13 403 8621 10 284 6662 8222 5351 *5514 4444 *3961 *3961 12.55 
*19,994 *19,994 *36,924 *19,994 *28,960 18,578 22,147 14,358 17,716 11,532 *10,729 9611 *8742 *8742 41.14 

*5304 *5304 *10 334 *10 334 *14 453 11 713 *11 483 8512 *8968 6600 *6476 5342 *4385 *4385 11.61 
*12,077 *12,077 *23,801 *23,801 *31,178 *23,801 *24,673 18,350 *19,108 14,232 *13,401 11,532 *9713 *9713 37.97 

*10 576 *10 576 *8447 *8447 *6187 *6187 *5523 *5523 9.65 
*22,546 *22,546 *17,852 *17,852 *12,865 *12,865 *12,421 *12,421 31.20 

*Limited by hydraulic capacity rather than tipping load. The above loads are in compliance with hydraulic excavator lift capacity standard ISO 10567. They do not exceed 
87% of hydraulic lifting capacity or 75% of tipping capacity. Weight of work tool attachment and/or load lifting accessories must be deducted from the above lifting capacities. 

568 FM LL Boom O/U Lift Capacities
 

Configuration – 13.6 m (45 ft) Boom/Stick/Heel Linkage Heavy Counterweight Shoes – 700 mm (28 in) Double Grouser 

3.0 m/10.0 ft 4.5 m/15.0 ft 6.0 m/20.0 ft 7.5 m/25.0 ft 9.0 m/30.0 ft 10.5 m/35.0 ft 12.0 m/40.0 ft 

m 
ft 

12.0 m kg *9805 
40.0 ft lb *21,617 
10.5 m kg *12 572 *10 761 *10 382 *6121 5501 10.94 
35.0 ft lb *27,716 *21,530 *21,530 *13,654 12,377 35.48 
9.0 m kg *14 323 *14 323 *12 627 10 377 *9784 7572 *5631 4730 11.93 

30.0 ft lb *30,492 *31,577 *26,922 22,290 *19,151 16,221 *12,498 10,559 38.88 
7.5 m kg *14 432 *12 696 10 185 11 197 7488 *7195 5713 6671 4938 *5326 4242 12.67 

25.0 ft lb *31,817 *27,664 21,911 24,056 16,085 *15,862 12,595 *12,317 10,662 *11,785 9424 41.40 
6.0 m kg *15 428 14 191 *13 067 9853 10 987 7295 8508 5608 6652 4730 *5144 3928 13.19 

20.0 ft lb *33,483 31,286 *28,397 21,218 23,628 15,692 18,282 12,037 14,259 10,120 *11,361 8697 43.20 
4.5 m kg *23 669 *23 669 *21 458 *21 458 *16 587 13 434 *13 589 9424 10 709 7041 8355 5465 6566 4651 *5056 3735 13.53 

15.0 ft lb *47,672 *47,672 *46,355 *46,355 *35,932 *46,355 *29,479 20,306 23,044 15,155 17,971 11,748 14,097 9971 *11,153 8251 44.35 
3.0 m kg *23 932 19 818 *17 659 12 606 13 890 8962 10 409 6765 8183 5305 6450 4545 5222 3638 13.69 

10.0 ft lb *51,735 42,692 *38,240 42,692 29,887 19,314 22,405 14,569 17,611 11,412 13,864 9984 11,519 8025 44.92 
1.5 m kg *17 108 *17 108 *18 037 11 892 13 426 8547 10 135 6514 8024 5157 6333 6333 5208 3624 13.69 
5.0 ft lb *41,726 39,711 *39,081 39,711 28,889 18,418 21,817 14,029 17,278 11,102 13,622 9684 11,482 7989 44.92 

Ground 
Line 

kg *3531 *3531 *11 487 *11 487 *17 266 11 420 13 085 8242 9926 6322 7910 5051 6235 6235 *4649 3694 13.52 
lb *8127 *8127 *26,760 *26,760 *37,427 *26,760 28,151 17,756 21,371 13,619 17,043 10,883 13,427 9725 *10,250 8145 44.36 

–1.5 m kg *5648 *5648 *11 643 *11 643 *15 213 11 194 *11 995 8072 *9371 6216 *6807 5013 6185 4300 *3723 *3723 13.18 
–5.0 ft lb *12,794 *12,794 *26,727 *26,727 *32,939 *26,727 *25,876 17,390 *20,075 13,397 *14,192 10,820 13,340 9273 *8173 *8173 43.21 
–3.0 m kg *13 271 *13 271 *11 897 11 168 *9486 8039 *7085 6214 *4249 *4249 *3915 *3915 12.37 

–10.0 ft lb *30,328 *30,328 *25,610 *30,328 *20,279 17,327 *14,877 13,408 *8675 *8675 *8665 8665 40.47 
–4.5 m kg *4692 *4635 10.73 

–15.0 ft lb *10,344 10,344 35.21 

*Limited by hydraulic capacity rather than tipping load. The above loads are in compliance with hydraulic excavator lift capacity standard ISO 10567. They do not exceed 
87% of hydraulic lifting capacity or 75% of tipping capacity. Weight of work tool attachment and/or load lifting accessories must be deducted from the above lifting capacities. 

Always refer to the appropriate Operation and Maintenance Manual for specific product information. 
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568 FM LL Boom BNT Lift Capacities
 

Load Point Height Load at Maximum Reach Load Radius Over Front Load Radius Over Side 

Configuration – 13.1 m (40') Boom/Stick Heavy Counterweight Shoes – 700 mm (28 in) Double Grouser 

3.0 m/10.0 ft 4.5 m/15.0 ft 6.0 m/20.0 ft 7.5 m/25.0 ft 9.0 m/30.0 ft 10.5 m/35.0 ft 12.0 m/40.0 ft 

m 
ft 

10.5 m kg *14 650 *14 650 *13 100 11 750 *9050 8500 *8950 8500 9.01 
35.0 ft lb *32,250 *32,250 *28,800 25,100 19,952 18,739 *20,000 19,200 29.04 
9.0 m kg *12 900 11 850 11 500 8800 *8050 7050 10.19 

30.0 ft lb *31,650 *31,650 *28,150 25,400 24,700 18,850 *17,900 15,700 33.10 
7.5 m kg *14 100 *14 100 *13 100 11 750 11 500 8800 8950 6850 *7550 6200 11.03 

25.0 ft lb *31,200 *31,200 *28,450 25,250 24,750 18,900 19,150 14,600 *16,650 13,750 36.01 
6.0 m kg *14 650 *14 650 *13 550 11 500 11 400 8700 8950 6800 *7250 5700 11.63 

20.0 ft lb *32,400 *32,400 *29,400 24,750 24,500 18,700 19,200 14,600 *15,950 12,600 38.04 
4.5 m kg *17 150 15 600 *14 150 11 150 11 200 8500 8850 6700 *7150 5400 *7100 5400 12.00 

15.0 ft lb *37,150 33,600 *30,650 24,000 24,050 18,250 19,000 14,450 15,763 11,905 *15,650 11,900 39.33 
3.0 m kg *18 300 14 850 14 350 12 750 10 950 8250 8700 6600 7150 5400 7000 5250 12.18 

10.0 ft lb *39,550 31,950 30,850 23,150 23,550 17,800 18,750 14,150 15,763 11,905 15,350 11,600 39.95 
1.5 m kg *18 650 14 150 13 900 10 350 10 700 8050 8600 6450 7100 5350 *6450 5250 12.17 
5.0 ft lb *40,450 30,450 29,950 22,300 23,050 17,300 18,450 13,900 15,653 11,795 *14,250 11,550 39.93 

Ground 
Line 

kg *17 950 13 650 13 600 10 050 10 500 7850 8500 6400 *5450 5400 11.97 
lb *38,850 29,400 29,300 22,650 22,650 16,900 18,250 13,750 *12,000 11,800 39.28 

–1.5 m kg *7200 *7200 *15 900 13 400 *12 700 9900 10 050 7750 *7500 6350 *4750 *4750 11.49 
–5.0 ft lb *16,800 *16,800 *34,500 28,900 *27,400 21,300 *21,550 16,700 *15,700 13,650 *10,500 *10,500 37.66 
–3.0 m kg *10 200 *10 200 *12 700 *12 700 *10 250 9850 *7850 7750 *5450 *5450 10.23 

–10.0 ft lb *23,550 *23,550 *27,350 *27,350 *21,950 21,200 *16,500 *16,500 *12,050 *12,050 33.38 

*Limited by hydraulic capacity rather than tipping load. The above loads are in compliance with hydraulic excavator lift capacity standard ISO 10567. They do not exceed 
87% of hydraulic lifting capacity or 75% of tipping capacity. Weight of work tool attachment and/or load lifting accessories must be deducted from the above lifting capacities. 

568 FM Mass Linkage 3.5M Stick (Heavy Lift On)
 

Configuration – 3.5M Mass Boom and Mass Stick Heavy Counterweight Shoes – 700 mm (28 in) Double Grouser 

1.5 m/5.0 ft 3.0 m/10.0 ft 4.5 m/15.0 ft 6.0 m/20.0 ft 7.5 m/25.0 ft 9.0 m/30.0 ft 10.5 m/35.0 ft 

m 
ft 

9.0 m kg *5554 *5978 *5578 *5579 7.33 
30.0 ft lb *12,218 *12,218 *12,272 *12,272 24.05 
7.5 m kg *7917 *7917 *5187 *5187 8.52 

25.0 ft lb *17,418 *17,418 *11,412 *11,412 27.96 
6.0 m kg *8209 *8209 *6920 *6920 *4614 *5036 *5036 9.32 

20.0 ft lb *18,060 *18,060 *15,224 *15,224 *11,079 *11,079 30.57 
4.5 m kg *9797 *9797 *8921 *8921 *8413 *8413 *6003 *5044 *5044 9.81 

15.0 ft lb *21,553 *19,627 *19,627 *18,509 *18,509 *11,085 *11,085 32.19 
3.0 m kg *14 763 *14 763 *11 524 *11 524 *9854 *9854 *8877 8259 *7053 *5173 *5173 10.05 

10.0 ft lb *48,617 *48,627 *32,479 *32,479 *25,353 *32,479 *21,679 *21,679 *19,530 18,169 *11,381 *11,381 32.97 
1.5 m kg *10 839 *10 839 *17 827 *17 827 *13 172 *13 172 *10 781 10 345 *9359 8088 *7597 *5451 *5451 10.05 
5.0 ft lb *23,845 *23,845 *39,218 *39,218 *28,979 *39,218 *23,718 22,760 *20,589 17,793 *11,993 *11,993 32.97 

Ground 
Line 

kg *12 346 *12 346 *19 537 *19 537 *14 326 13 605 *11 471 10 090 *9677 7949 *7243 *5920 *5920 9.81 
lb *16,626 *16,626 *27,162 *27,162 *42,982 *42,982 *31,518 *42,982 *25,236 22,198 *21,289 17,489 *13,024 *13,024 32.20 

–1.5 m kg *11 073 *11 073 *16 643 *16 643 *19 868 *19 868 *14 758 13 365 *11 714 9937 *9586 7884 *6693 *6693 9.32 
–5.0 ft lb *24,361 *24,361 *36,614 *36,614 *43,710 *43,710 *32,468 *43,710 *25,771 21,862 *21,088 17,345 *14,725 *14,725 30.58 
–3.0 m kg *16 129 *16 129 *22 759 *22 759 *18 978 *18 978 *14 316 13 312 *11 243 9915 *8056 *8056 8.53 

–10.0 ft lb *35,484 *35,484 *50,069 *50,069 *41,751 *41,751 *31,496 *41,751 *24,734 21,814 *17,724 *17,724 27.99 
–4.5 m kg *22 355 *22 355 *23 115 *23 115 *16 675 *16 675 *12 627 *12 627 *9427 *9501 *9412 *9412 7.34 

–15.0 ft lb *20,707 *20,707 24.08 

*Limited by hydraulic capacity rather than tipping load. The above loads are in compliance with hydraulic excavator lift capacity standard ISO 10567. They do not exceed 
87% of hydraulic lifting capacity or 75% of tipping capacity. Weight of work tool attachment and/or load lifting accessories must be deducted from the above lifting capacities. 

Always refer to the appropriate Operation and Maintenance Manual for specific product information. 
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568 Forest Machine Specifi cations
 

568 FM Reach Linkage 3.9M Stick (Heavy Lift On)
 

Load Point Height Load at Maximum Reach Load Radius Over Front Load Radius Over Side 

Configuration – 3.9M Reach Boom and Reach Stick Heavy Counterweight Shoes – 700 mm (28 in) Double Grouser 

1.5 m/5.0 ft 3.0 m/10.0 ft 4.5 m/15.0 ft 6.0 m/20.0 ft 7.5 m/25.0 ft 9.0 m/30.0 ft 10.5 m/35.0 ft 

m 
ft 

9.0 m kg *4994 *4994 8.59 
30.0 ft lb *10,986 *10,986 28.18 
7.5 m kg *6714 *6714 *4714 *4714 9.63 

25.0 ft lb *14,770 *14,770 *10,376 *10,376 31.60 
6.0 m kg *7125 *7125 *4614 *4620 *4616 *4616 10.34 

20.0 ft lb *15,675 *15,675 *10,152 *10,152 *10,115 *10,115 33.93 
4.5 m kg *7984 *7984 *7567 *7567 *6003 *6003 *4631 *4631 10.79 

15.0 ft lb *17,564 *17,564 *16,648 *16,648 *13,207 *13,207 *10,190 *10,190 35.38 
3.0 m kg *21 877 *21 858 *13 250 *13 250 *10 482 *10 482 *9031 *9031 *8166 *8166 *7053 6692 *4748 *4748 11.00 

10.0 ft lb *48,130 *48,021 *29,150 *29,150 *23,060 *29,150 *19,868 *19,868 *17,966 *17,966 *15,517 14,721 *10,445 *10,445 36.10 
1.5 m kg *10 605 *10 605 *16 635 *16 635 *12 311 *12 311 *10 098 *10 098 *8793 8123 *7597 6579 *4975 *4975 11.00 
5.0 ft lb *23,330 *23,330 *36,597 *36,597 *27,083 *36,597 *22,215 *22,215 *19,345 17,870 *16,713 14,474 *10,945 *10,945 36.10 

Ground 
Line 

kg *5732 *5732 *10 578 *10 578 *18 820 *18 820 *13 719 13 625 *10 978 10 094 *9313 7939 *7243 6484 *5345 *5345 10.79 
lb *12,610 *12,610 *23,272 *23,272 *41,405 *41,405 *30,181 *41,405 *24,151 22,208 *20,488 17,465 *15,934 14,266 *11,758 *11,758 35.39 

–1.5 m kg *8833 *8833 *13 485 *13 485 *19 684 *19 684 *14 489 13 305 *11 501 9884 *9579 7813 *5927 *5927 10.34 
–5.0 ft lb *19,432 *19,432 *29,666 *29,666 *43,304 *43,304 *31,875 *43,304 *25,302 21,744 *21,074 17,189 *12,845 *13,039 *13,039 33.93 
–3.0 m kg *12 712 *12 712 *17 812 *17 812 *19 429 *19 429 *14 531 13 171 *11 513 9789 *9380 7775 *6882 *6882 9.64 

–10.0 ft lb *27,966 *27,966 *39,186 *39,186 *42,743 *42,743 *31,968 *42,743 *25,329 21,536 *20,635 17,105 *15,141 *15,141 31.62 
–4.5 m kg *17 331 *17 331 *23 869 *23 869 *18 064 *18 064 *13 696 13 208 *10 744 9829 *8639 8316 8.60 

–15.0 ft lb *19,006 18,296 28.23 
–6.0 m kg *21 028 *21 028 *15 189 *15 189 *11 470 *11 470 *8819 *8819 *8799 *8799 7.10 

–20.0 ft lb *19,358 *19,358 23.30 

*Limited by hydraulic capacity rather than tipping load. The above loads are in compliance with hydraulic excavator lift capacity standard ISO 10567. They do not exceed 
87% of hydraulic lifting capacity or 75% of tipping capacity. Weight of work tool attachment and/or load lifting accessories must be deducted from the above lifting capacities. 

Always refer to the appropriate Operation and Maintenance Manual for specific product information. 
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568 Standard Equipment
 

Standard equipment may vary. Consult your Cat dealer for details.
 

POWER TRAIN 
Cat® C9.3 ATAAC engine
 
Meets U.S. EPA Tier 4 Interim 


emissions standards 
Bio Diesel capable 
2300 m (7,500 ft) altitude capability 
Electric priming fuel pump 
2×4 micron main filters and 1×10 micron 

primary filter in fuel line 
24-volt electric starting 
Air intake heater 
Automatic engine speed control with one 

touch low idle 
Water separator in fuel line 
Two speed auto-shift travel 
Easy clean cooling system with full screens 
Muffl er 
Flexxaire auto reversing fan 
High ambient cooling capacity, 

48° C (118° F) 
Side by side cores 
Starting aid cold weather starting package 

with two additional batteries, HD starter, 
ether and block heater 

HYDRAULIC SYSTEM 
Regeneration circuit for boom and stick 
Reverse swing dampening valve 
Automatic swing parking brake 
High performance hydraulic return fi lter 
Capability of installing HP stackable valve 

and medium and QC valve 
Standard auxiliary pump adjustable 

to 108 L/min (28.5 gal/min) 
Capability of installing boom lowering control 

device and stick lowering check valve 
Capability of installing Cat Bio hydraulic oil 

UNDERCARRIAGE 
Straddle mounted carrier rollers
 
Heavy duty track motor guard
 
Heavy duty track rollers (10 per side)
 
Heavy duty recoil mechanism
 
345 HD, GLT4 Track
 
Idler track guiding guards
 
Full length track shoe support
 
GFT80 high drawbar FD
 
Towing eye on base frame
 

ELECTRICAL 
80 ampere alternator
 
4 front working lights cab top mounted
 
1 left side working light
 

2 right front working lights
 
2 riser mounted lights
 
1 rear working light
 
Horn
 
Pre-start monitoring system (engine oil, 


coolant hydraulic oil) 

OPERATOR ENVIRONMENT 
Purpose built forestry cab with scratch 

resistant polycarbonate windows, 
ISO 8084 and SAE 1084 certifi ed OPS, 
ISO 8083 and SAE J231 certifi ed FOPS, 
and SAE J1356 certifi ed FOGS, 
OR-OSHA code 437-0775 TOPS and 
WCB G602/G603/G604/G608 

ROPS: ISO 3471:1997 Table 1, Section 1 
Seat KAP 527P, air suspension, heated seat, 

retractable seatbelt and headrest 
Integrated seat, console and joystick 

type controls 
Language display monitor with gauges, 

Warning information, fi lter/fl uid change 
information, machine condition, error 
code and tool mode setting information, 
start up level check for hydraulic oil and 
engine coolant 

Full time clock on monitor (2 weeks) 
Seat mounted joystick with extra functions 

for grapple
 
Fixed polycarbonate skylight with 


retractable sun shade, meeting SAE J1084 
Interior lighting 
Lower and upper windshield wipers 

and washer 
Positive filtered ventilation, pressurized cab 

with bi-level air conditioner, heater and 
defroster with manual control 

Forced air fan 
Behind seat storage tray with tie down points 
2 CB radio mounts 
1 fire extinguisher mount 
1 attachment computer control mount 
Secondary roof exit openable from inside 

and outside
 
2 coat hooks
 
Ashtray with lighter
 
Literature holder
 
Cup holder
 
Neutral lever (lockout) for all controls
 
Travel control pedals with removable 


hand levers 
Washable fl oor mat 
Radio/CD player (12V) 
1 converter/2 sockets – 12V-10A power supply 

FLUIDS 
Antifreeze 
Includes 50% concentration with protection 

of –34° C (–30° F) 

OTHER STANDARD EQUIPMENT 
Heavy duty upper frame with catwalks 
Heavy duty bottom guard 
Heavy duty side doors 
Core hydraulic lines and controls with 

standard main valves on upper structures 
Door and cover locks with Cat one key 

security system 
Automatic swing parking brake 
Fully pressurized hydraulic system 
Fine swing control travel alarm 
Counterweight with lifting eye 
Right front corner guard 
Right front corner fuel tank and standard 

fuel tank
 
321SR Product Link
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568 Mandatory Attachments
 

Mandatory Attachments may vary. Consult your Cat dealer for details.
 

BOOMS, STICKS AND LINKAGES 
Front Linkage 

(must select one of the following) 
Omission, front linkage 
Linkage, Reach – GF, 3.9 m (12.8 ft) 
Linkage, Mass – GF, 3.5 m (11.5 ft) 
Linkage, LL, top cylinder 
Linkage, LL, bottom cylinder 

Butt-N-Top combo 

UNDERCARRIAGE 
(must select one of the following) 
Track, 700 mm (28 in) DG with trap holes 
Track, 850 mm (34 in) HD TG with trap holes 

HYDRAULICS 
Main Control Valve 

(must select one of the following) 
Valve, no attachment section 
Valve, with attachment section 
Valve, log loader 

OPERATOR ENVIRONMENT 
(must select one of the following) 
Cab, GF, 457 mm (18 in) riser
 
Cab, LL, 1219 mm (48 in) riser
 
Cab, AEM platform
 

SEAT 
(must select one of the following) 
Seat, air suspension with heat 
Seat, air suspension with heat and cooling 

OTHER ATTACHMENTS 
Counterweights 

(must select one of the following) 
Counterweight, standard 
Counterweight, heavy 
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568 Optional Equipment
 

Optional equipment may vary. Consult your Cat dealer for details.
 

BOOMS, STICKS AND LINKAGES 
Front Linkage
 

Cylinders, boom + pin (not installed)
 
Linkage, bucket, DB family
 

Grapples
 
Grapple, GLL52B log loading
 
Grapple, GLL55B log loading
 
Grapple, GLL60B log loading
 

Heels 
Heel, GLL, with bottom mounted cylinder 
Heel, GLL, with top mounted cylinder 
Heel, GLL with offset for bottom 

mounted cylinder 

HYDRAULICS 
Thumb control 

LINE GROUPS 
Boom Lines
 

Lines – HP, Reach boom, GF, 

3.9 m (12.8 ft) 

Lines – MP, Reach boom, GF, 
3.9 m (12.8 ft)
 

Lines – HP, Mass boom, GF, 

3.5 m (11.5 ft)
 

Lines – MP, Mass boom, GF,
 
3.5 m (11.5 ft) 

Stick Lines 
Lines – HP, GF, 3.5 m (11.5 ft) stick 
Lines – MP, GF, 3.5 m (11.5 ft) stick 
Lines – HP, GF, 3.9 m (12.8 ft) stick 
Lines – MP, GF, 3.9 m (12.8 ft) stick 

OTHER ATTACHMENTS 
Straight travel pedal
 
Auxiliary drive
 
International – ISO fi lms
 

FLUIDS 
Antifreeze
 

Antifreeze, –50° C (–58° F)
 

FIELD INSTALLED ATTACHMENTS 
Kit, AEM cab installation 
Kit, Butt-N-Top installation 

PACKING 
Domestic 

Pack, domestic truck, drive out 
Pack, domestic truck HEX 
Pack, domestic truck – boom and stick 

removed 
Pack, domestic rail 

Miscellaneous 
Pack, miscellaneous HEX shipments 

Order Change Charges 
Order change charges (track) 
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568 Forest Machine
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